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VENTURA
LIGHTING

CRCA CONTROL GEAR BOX FOR
SINGLE LAMP

* Non-integral flood lights
¢ Non-integral industrial luminaires

o CRCA sheet steel housing fitted with copper wound ballast, PF

VENTURA LIGHTING AND INFRATECH LIMITED

VENTURA LIGHTING LIMITED
Subsidiary of

Ligtiting The Way To 4 Better Future...

correction capacitor and electronic ignitor (for SV/MH version only)
are prewired upto terminal block.
¢ Epoxy powder coated painting.
e Locking arrangement.
* Synthetic rubber gasket.

¢ Earthing terminal.

* Porcelain rewireable fuse cutout.
¢ Black color option available
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Cat. Ref. Lamp Nominal Mains Dimensions (mm) App. Std.
or Rated | current Wi Pkg.
Voltage (A) (Kgs) | (Nos.)
v)
Type No. | Wattage A B C
MW-CR-80 HPMV 1 80 220/240 0.45 205 105 225 2.5 4
MW-CR-125 HPMV 1 125 220/240 0.70 205 105 225 2.8 4
MW-CR-250 HPMV 1 250 220/240 1.35 205 105 225 4.3 2
MW-CR-400 HPMV 1 400 220/240 2.15 260 105 225 5.3 2
SW.-CR-70 HPS\/, 1 70 220/240. Q.45 208 105 225 29 4
SW-GR-156 HRSV : 50 226/240 0-85 205 165 225 4-4 4
SW-CR-256 HPSY 4 256 22671246 46 266 15 225 54 2
OVV-CR-4UU AFSV I 40U 2207240 2.2 Z0U I'To p4e) 0.9 Z
MHW-CR-70 MH T 70 2207240 0.45 205 TOb 275 7.9 T
MHW-CR-150 MH 1 150 220/240 0.85 205 105 225 4.4 4
MHW-CR-250 MH 1 250 220/240 1.38 260 115 225 5.4 2
MHW-CR-400 MH 1 400 220/240 2.20 260 115 225 6.9 2
VMMHW-CR-250f MH 1 250 220/240 1.35 260 115 225 4.4 2
VMMHW-CR-400 MH Weight for1|nstallation %890% only?&gégéc%al Tolergﬁgest 1.5% Algd%g subject go1c?ange witgozu'tsnotice 54 2

Sales Office :— C-33, East of Kailash, New Delhi-110065, Tel.: 011-26842693 Fax : 91-11-26842693
Photometric Centre:— 142 A/1, NSEZ, NOIDA
Works :- 136, Industrial Area, Malanpur, (Ghirongi) Distt. Bhind, (MP)
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