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INTEGRAL INDUSTRIAL WELL GLASS
LUMINAIRE

APPLICATIONS

¢ Power plants

* Steel plants

¢ Fertilizer plants

* Refineries

¢ Cable conveyor galleries

CONSTRUCTION
¢ Die cast aluminium corrosion resistant housing,
heat resistant glass dome, wire guard fitted with
copper wound ballast, PF correction capacitor and
electronic ignitor (for SV/MH version only) are
prewired upto terminal block.
* Epoxy powder coated painting.
* Lamp holder base GES (E-27/40)/3 pin BC, skirted porcelain.
¢ Earthing terminal.
¢ Sythetic rubber gasket.

REFLECTOR

e Electrochemically brightened and high purity anodised
aluminium reflector providees efficient light distribution.

Cat. Ref. Lamp Nominal | Mains Dimensions (mm) App. Std.
or Rated | current Wt Pkg.
Voltage (A) (Kgs) (Nos.)
)]
Type No. Wattage A B C

VWG-M-80 HPMV 1 80 220/240 0.45 340 310 200 3.2 6

VWG-M-125 HPMV 1 125 220/240 0.70 340 310 200 3.5 6

VWG-S-70 HPSV 1 70 220/240 0.45 340 310 200 3.6 6

VWG-S-150 HPSV 1 150 220/240 Q R~ 385, 390 218 59 4

VWG-MH-70 MH 1 70 220/240 045 340 310 200 3.6 &

VAAG-MH-BO H U +50 2267240 685 385 390 218 59 3

Weight for installation purpose only, Dimensional Tolerance + 1.5% All data subject to change without notice
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